
Load

AVR Boost

O n Line

AVR Trim

Replace Battery

On Battery

Overload

Battery
Charge

Test

I

O

www.apcc.com

Smart-UPS

3  0  0  0

Load

AVR Boost

O n Line

AVR Trim

Replace Battery

On Battery

Overload

Battery
Charge

Test

I

O

www.apcc.com

Smart-UPS

3  0  0  0

2161DS

ON-LINE LAN

LINK

100M

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

PWR

73625140 15111410139128 2319221821172016

HP StorageWorks 8/24 SAN Switch

73625140 15111410139128 2319221821172016

HP StorageWorks 8/24 SAN Switch

HP

StorageWorks

MSA2000

Model 2012sa

HP

StorageWorks

MSA2000

Model 2012sa

UID
1 2 HP

StorageWorks
X9300

1

2

1

2

UID

StorageWorks
X1600

Network Storage

HEWLETT
PACKARDLAN Switch

HEWLETT
PACKARDLAN Switch

UID

1

2

HP
ProLiant
DL360

G5

UID

1

2

HP
ProLiant
DL360

G5

UID

1

2

HP
ProLiant
DL360

G5

UID

1

2

HP
ProLiant
DL360

G5

Dell PowerConnect 5212 Switch

HP StorageWorks 8/24 SAN Switch

HP StorageWorks 8/24 SAN Switch

HP ProCurve 2910al Switch

HP ProCurve 2910al Switch

HP Proliant DL360 G6 Server

HP Proliant DL360 G6 Server

HP Proliant DL360 G6 Server

HP Proliant DL360 G6 Server

Dell R710 Server

Dell R710 Server

Dell R710 Server

Dell PowerEdge Rack Console 15FP

HP StorageWorks HSV3000

HP X1600 Network Storage

HP Fibre Channel Drive Enclosure

HP Fibre Channel Drive Enclosure

APC 3000XL

APC 3000XL

Training Environment

1

2

3

4

5

6

7

8

9

PowerEdge

1750

R

XEON

Dell 1750 Server

Rack Diagram – Network and Training Environment
FOR OFFICIAL USE ONLY - FOUO

FOR OFFICIAL USE ONLY - FOUO



1

2

3

4

5

6

7

8

UID

1

2

HP
ProLiant
DL360

G5

UID

1

2

HP
ProLiant
DL360

G5

UID

1

2

HP
ProLiant
DL360

G5

UID

1

2

HP
ProLiant
DL360

G5

Dell R710 Server

Running VMware vCenter/ESX4

8 – 2.925GHZ CPU

36GB RAM

HP Proliant DL360 G6 Server

Running VMware vSphere

8 – 2.266GHZ CPU

24GB RAM

HP Proliant DL360 G6 Server

Running VMware vSphere

8 – 2.266GHZ CPU

24GB RAM

NGB Level 1 Web

2 CPU – 4GB RAM

NGB Level 1 IDB

2 CPU – 4GB RAM

JFHQ Level 2 Web

2 CPU – 4GB RAM

JFHQ Level 2 IDB

4 CPU – 4GB RAM

RRC Level 2 Web

2 CPU – 4GB RAM

USARC Level 1 Web

2 CPU – 4GB RAM

USARC/RRC Consolidated 

IDB

4 CPU – 8GB RAM

HP Proliant DL360 G6 Server

Running VMware vSphere

8 – 2.266GHZ CPU

24GB RAM

HP Proliant DL360 G6 Server

Running VMware vSphere

8 – 2.266GHZ CPU

24GB RAM

Dell R710 Server

Running VMware vCenter/ESX4

8 – 2.925GHZ CPU

36GB RAM

Dell R710 Server

Running VMware vCenter/ESX4

8 – 2.925GHZ CPU

36GB RAM

Image 

Data 

Stores 

hosted 

on SAN

PowerEdge

1750

R

XEONDell 1750 Server

Domain Controller

CA WillyvCenter

See Next Page for Storage 

Allocation

Server Specs and VMs – Training Environment

FOR OFFICIAL USE ONLY - FOUO

FOR OFFICIAL USE ONLY - FOUO



HP

StorageWorks

MSA2000

Model 2012sa

HP

StorageWorks

MSA2000

Model 2012sa

UID
1 2 HP

StorageWorks
X9300

HP StorageWorks HSV3000

HP Fibre Channel Drive Enclosure

HP Fibre Channel Drive Enclosure
13.2TB

HP

StorageWorks

MSA2000

Model 2012sa

12TB

9

HP X1600 Network Storage

Storage Space per VM

NGB IDB – 114 GB

NGB WEB – 69 GB

USARC Consolidated IDB – 178 GB

USARC Level 1 WEB – 103 GB

NGB WEB Backup Clone – 69 GB

NGB IDB Backup Clone – 114 GB

USARC Consolidated IDB Backup Clone – 178 GB

USARC Level 1 Web Backup Clone – 103 GB

JFHQ IDB – 153 GB

JFHQ WEB – 104 GB

USARC RRC WEB – 103 GB

JFHQ IDB Backup Clone – 153 GB

JFHQ WEB Backup Clone – 104 GB

USARC RRC WEB Backup Clone – 103 GB

SAN Specs and VM Storage Allocation – Training Environment

FOR OFFICIAL USE ONLY - FOUO

FOR OFFICIAL USE ONLY - FOUO


	Training Environment4.vsd
	Rack Diagram - Training
	Server Specs and VMs - Training
	SAN Specs - Training


